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Model capacities:

500kg, 800kg, 1.6t, 3.2t, 6.3t & 9t.

Complies to AS1418.2

SAFETY OVERLOAD
PROTECTION

FS603922N0. 18940

Read Instruction Manual before using.
Inspect all moving parts.

OPERATION & SAFETY  MANUAL
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The use of the words and symbols for 
CAUTION, WARNING and DANGER 
throughout this manual are important 
signal words that mean you as the 
operator need to be aware that your 
safety is involved.

Many workplace accidents occur each year, of these 
most could be avoided with some thought and care in 
regard to the operation and use of machinery by you 
the operator.
This manual lists many safety precautions for these 
products that should be observed to avoid injury to 
you and others that may be working nearby.
Here are several important recommendations you 
should follow before using this equip-ment.
• Do not operate this equipment if under the 

infl uence of alcohol or drugs.
• Maintain a constant review of all safety procedures 

with all operators of the equipment.
• Instruction safety labels for CAUTION, WARNING 

or DANGER symbols should be replaced if 
damaged or missing.

• The operator must be a responsible adult.
• Do not exceed the rated capacity.
• DO NOT ALLOW PERSONS TO OPERATE 

THIS EQUIPMENT UNLESS THEY HAVE A 
THOROUGH UNDERSTANDING OF ALL SAFETY 
PRECAUTIONS AND HOW IT OPERATES.
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This means a potentially hazardous 
situation that, if not avoided, could 
result in minor or moderate injuries 
being sustained.  It can also inform 
about any possible unsafe practices.

This identifi es a potentially hazardous 
situation that, if not avoided, may 
result in serious injury or death. These 
include the removal of any guards or 
safety devices from equipment. It may 
also be used to alert against unsafe 
practices.

This symbol indicates an extremely 
hazardous situation that, if not 
avoided, will result in death or very 
serious injury.



3

Industrial 
Lever hoist

TM

The information contained in this Operating Manual will assist you 
in all aspects relating to the correct use, safety procedures and 
maintenance of this Lever Hoist.
It is important that the owner and operator should read this manual 
and fully understand all the information about the Lever Hoist before 
installation and use.
This manual should be retained and fi led for reference and the 
inspection log details completed at each service interval.
This manual is not a handbook or guide on rigging, which is defi ned 
as the lifting and moving of heavy loads using hoists and other 
mechanical equipment.
Rigging information literature on this subject should be sourced and 
studied before using any hoists.

Select the correct Lever Hoists
It is important to make the correct choice when selecting the right 
capacity Lever Hoist for the application it has to perform.
The load Duty Classifi cation size and type should be assessed fi rst, 
then which attachments will be suitable to attach the load to the hoist. 
The wrong choice of hoist could mean serious injury to the operator 
or damage to the load. 
The lever hoist should be inspected visually before each use, 
including regular periodic inspections. Within the workplace any 
malfunctions of the hoist must be noted and brought to the notice of 
supervisors.
Lever hoists that are in any way defective must be correctly tagged 
and removed from service immediately and not used until repairs are 
carried out.
Chain should be checked for deformed, gouged or badly worn links, 
and any deposits of grit that may damage the mechanism.

Hooks should be inspected for enlarged throat openings, that are 
bent or worn and safety latches that are twisted and not aligned with 
hook opening.

Hoist Frame should be checked for cracks and any fatigue signs.

Brake slippage should be checked when hoist is under load.

Bolts and Nuts made secure and tight.
Thoroughly inspect the Lever Hoist after unpacking the unit. Identify 
any possible damage that may have occurred during the shipping or 
handling. The Lever Hoist should be checked for cracks or dents to 
the frame, gouges or damage to the chain. In the event damage has 
occurred contact the distributor immediately.

Do not install or use the hoist until the extent of the damage has been 
assessed. Possible personal injury or property damage could result if 
the hoist were to fail.

Overload Protection Principal
Your BTS PRO-6G Lever Hoist is fi tted with overload limiting clutch 
mechanism that will prevent a load from being lifted, if that load 
exceeds the rated capacity of the hoist.
If a load that if greater than the hoist’s capacity is attempted to be 
lifted, this will activate the clutch located behind the lever handle, 
allowing rotation of the handle whilst not engaging the gearbox.
IMPORTANT: Repeatedly overloading the Lever Hoist should be 
avoided as this will impair the effi ciency of the overload limiting 
clutch mechanism. During manufacture the overload limiting clutch is 
factory set and must only be re-adjusted or repaired by BTS or their 
authorised agent.

INTRODUCTION, INSPECTION & OPERATION
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Principle and Operation of Free Chain Adjusting System - 
Free Chain Adjusting Principle

IMPROPER chain lever block use could result in death 
or serious injury. To avoid these hazards:

NEVER operate the free chain adjusting device while 
load is applied to chain lever block.

NEVER touch the free knob during lifting or lowering of 
the load.

NOTE: The brake is engaged automatically 
during lowering or lifting of the load. Free 
chain adjusting is achieved by releasing 
the brake during no-load.

Step    Action

1. Set the change-over knob to “N”. The 
change-over knob is located under the 
free knob on the hand lever .

2. Rotate the “Free” knob slightly in 
desired direction.

3. Pull the load chain to move the hook 
to the desired location.

4. By “setting” the change-over knob 
to “Up” or “Down”, this will reset 
the brake and allow the hoist to be 
operated with the hand lever.

Principle of Lifting and Lowering Operation - Lifting 
and Lowering Principle

By setting the change-over knob to “UP” or “DOWN”, and operating 
the lever , the female thread and the change-over pawl inside the hoist 
engage and the female thread rotates in either the lifting or lowering 
direction. The brake works instantly after the lever operation stops and 
holds the load.

Lifting and Lowering
Select direction of movement and ratchet hand lever back and forth,  
see below:

Chain movement 
required

Change-over lever 
settings 

Hand lever rotation that 
produces movement 

To lift load Raise Clockwise

To lower load Lower Counter clockwise 

NOTE 1: If hand lever movement does not produce lifting, pull down 
the load chain while ratcheting until slack is removed.
NOTE 2: PRE-LOAD is the minimum load that must be applied to the 
lever block before the braking system activates. The PRE-LOAD on 
PRO-6G Lever block is set approximately between 2% - 4% of the WLL 
(Working Load Limit) of the particular lever block. 
example

WARNING

WARNING

WARNING g g

cally 
ee 
g 
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Free knob

Change-over 
Lever

Hand 
Lever

Bottom 
Hook

To Hook

Lever Hoist 
Capacity (tonnes)

0.5 0.8 1.6 3.2 6.3 9.0

PRE-LOAD 10-20kg 16-32kg 32-64kg 64-128kg 126-252kg 180-360kg
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DON'T leave any load suspended on the hoist and
unattended, always lower the load to the ground.

DON'T shock load the hoist, the chain 
or hooks when lowering the load.

DON'T weld or heat treat any part of the
 load chain or the hoist.

DON'T attempt to lift a load that is greater 
than the rated capacity of the hoist.

DON'T use the load chain as a 'choker' 
to wrap around the load or bring the 

load in contact with the hoist.

The following Safety section should form part 
of the safety rules for any plant where any 
hoist or other lifting equipment is being used, 
serviced or repaired.

Any person (s) operating the hoist should 
read and observe the following safety 
instructions and the instructions in the 
Operating section, to avoid operating 
hazards.

SAFETY PROCEDURES
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SAFETY PROCEDURES

DON'T use the hoist to transport people 
or lift loads over people.

DON'T use an extension pipe or cheater bar 
to apply excessive load to the handle.

DON'T operate the hoist unless it is rigged
 to lift in a vertical line directly under the hoist.

 The frame should be free to swivel on top hook.

DON

DON'T hold onto the load chain when
 the hoist is loaded and in use. 

DON'T run the end link assembly
 up into the frame of the hoist.
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Care in Use
1. Always examine the hoist carefully before use - your life may be at 

stake. Look for cracks or damage, particularly with hooks and load 
chain.

2. Keep load chain clean and oiled to prevent undue damage or wear. 
When in use, avoid dragging the load chain through dirt or mud.

3. When the hoist is used outdoors or in a corrosive environment, 
ensure that it is regularly and adequately lubricated.

4. Do not operate the hoist if you do not have a clear view of the 
bottom hook and the load.

If a load hook has been distorted, due to an overload on the hoist, 
then the hoist lifting unit will also be damaged. A hoist which has 
been overloaded must be withdrawn from service immediately.

Maintenance
The maintenance instructions contained in this manual are intended 
as a guide to the necessary procedures to be carried out by 
competent and experienced personnel.

BTS, do not accept responsibility either for the manner in which the 
instructions in this manual are observed or for any consequence there 
of. Your Lever Block dealer recommends two forms of maintenance to 
be carried out on your Lever Block periodically .

The two forms include :

1. A Visual Check (prior to each use); Refer to table on page 7 
for necessary checks. These checks can be carried out by the 
operator.

2. A Certifi  ed Check (conducted every 12 months); this type of 
inspection is to be carried out by authorised Beaver Distributor 
personnel only, as a complete service inclusive. This inspection is 
a certifi ed check, in compliance with AS1418.2.

Important Note: Always store unit in a clean and dry area. Ensure 
that all repair and maintenance work is carried out by qualifi ed 
personnel, using only the specifi ed genuine parts.

CARE & MAINTENANCE

WARNING
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Points of Inspection Type of Inspections Outcome

Hook Top/Bottom

Deformation of hook visual There should be no deformation of the hook. Safety catch should close against 
the tip of the hook securely.

Damage to the hook visual There should be no crack or serious damage

Bend in the Neck of hook visual Hook should hand square to lifting unit or top hook or to side plates (bottom 
block)

Suspension Pin visual Should not be bent, cracked or worn

Side plates and suspension plates visual There should be no cracks, damage or wear

Rivets, bolts and Nuts visual All fasteners should be tight

Safety Catch visual Should close properly

Chain visual Should be properly lubricated and free from bends, nicks or stretch, rust and dust

Chain Guide rollers visual Should rotate freely and keep chain in the pockets of the chain wheel(s )

Functions

Lifting and Lowering

Lift and lower a light 
load no less than 
the recommended 
Pre-Load described 
on pg.4

Hoist should operate smoothly and easily. Pawl should click during lifting. Lifting 
and lowering operations should be smooth and without any of the following 
defects:

1. Load falls if chain is released
2. Load falls while lowering
3. Load slipsBraking

Lift and lower the full
working load limit not
exceeding the WLL

MAINTENANCE CHECK LIST
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Problem Cause Solution

1. Chain is Jammed

Load is not being pulled in a vertical direction.
Pull is at an angle greater than 60° Load swivel 
has ceased operating 
Block is dirty, or hampered with foreign matter
Fall of chain is tangled
Block is overloaded
Brake mechanism has jammed
Swivel has ceased operating

Line load to be positioned vertically
Reduce angle of pull
a) Unload load and de-swivel
b) Replace swivel
Refer to maintenance and repair section of this manual
Unravel and straighten chain
Load block to recommended capacity only
Return to supplier for repair

2. Load is Spinning
Swivel has ceased operating

Over-Spinning

a) Unload load and de-swivel
b) Replace swivel
Ensure that bolts and hook are properly secured

3. Block Seized

Wear and tear
Poor maintenance and inspection
Poor storage and handling
Block is overloaded

Replace block
Refer to manual for maintenance and inspection details
Always store unit in a dry clean area
Load block to recommend capacity only

4. Slippage of Load Brake mechanism worn Return to supplier for repair and testing

5. Block not Braking Brake mechanism worn Return to supplier for repair and testing

TROUBLE SHOOT
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Product Code XZ-0815B XZ-1615B XZ-3215B XZ-6315B XZ-9015B

Working Load Limit (WLL) 800kg 1.6 Tonne 3.2 Tonne 6.3 Tonne 9 Tonne

Standard Lift m 1.5 1.5 1.5 1.5 1.5

Test Load kN 11.3 22.5 45 90 135

Headroom H mm 325 380 480 620 700

Effort on lever to lift full load N 140 240 320 340 360

No. of load chain falls - 1 1 1 2 3

Diameter  of chain mm 6x18 8x24 10x30 10x30 10x30

Dimensions 
(mm)

A 148 172 200 200 200

B 90 98 115 115 115

C 136 160 180 235 316

E 30 35 40 50 60

D 280 410 410 410 410

Net Weight Kg 7 11 21 31 47

800KG, 1.6T, 3.2T, 6.3T & 9T SPECIFICATIONS
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9T

6.3T

800kg, 1.6T,  3.2T
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800KG, 1.6T, 3.2T, 6.3T & 9T DIMENSIONS
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Hand Wheel Assembly Key# Qty

Hand Wheel Nut 1 1
Hand Wheel 2 1

Lever Hand Assembly Key# Qty

Screw Bolt 3 2
Washer Of Screw Bolt 4 2
Lever Handle 5 1
Hand Grip 6 1
Locking Plate 7 1
Change Over Pawl 8 1
Shaft Over Pawl 9 1
Spring Shaft 10 1

Over Load Protection Assembly Key# Qty

Locking Nut - Overload Protection 11-1 1
Brake Set Ring - Overload Protection 11-2 1
Plain washer - Overload Protection 11-3 1
Spring Ring - Overload Protection 11-4 1
Clamp Over Gear With Overload 11-5 1
Friction Disc - Overload Protection 11-6 2
Ratchet Gear - Overload Protection 11-7 1
Brake Set - Overload Protection 11-8 1

Cover Assembly Key# Qty

Brake Cover Nut 12 8
Brake Cover 13 1
Hand Cover 14 1
Hand Cover Nut 15 2
Gear Case 40 1
Top Hook Assembly c/w Latch Kit 27 1
Bottom Hook Assembly c/w Latch Kit 28 1
Load Chain 29 1

Brake Assembly Key# Qty

Ratchet Disc Spring 16 1
Ratchet Disc 18 1
Brake Set 19 1

Plate Assembly Key# Qty

Pawl Snap 20 2
Pawl 21 2
Pawl Spring 22 2
Side Plate A 23 1
Bearing Sprocket 25 2
Side Plate B 34 1
Top Hook Shaft 35 1

Anchor Assembly Key# Qty

End Anchor 30 1
Hex Nut End Anchor 31 1
Pin End Anchor 32 1
Stripper 33 1

Gear Assembly Key# Qty

Disc Gear 36 2
Pinion Shaft 37 1
Splined Gear 38 1
Snap Ring Splined Gear 39 1
Change Over Gear Without Overload 11A 1
Friction Disc 17 2
Load Chain Cover 24 1
Load Sprocket 26 1
Name Plate 41 1
Latch Kit 42 2

800KG - 9T SPARE PARTS
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800KG - 9 TONNE
LEVER BLOCK DIAGRAM

800KG - 9 TONNE LEVER BLOCK DIAGRAM
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Part  Name 800Kg 1.6T 3.2T 6.3T 9T
Hand Wheel Assembly 506080-1 506160-1 506320-1 506630-1 507900-1
Lever Hand Assembly 506080-2 506160-2 506320-2 506630-2 507900-2
Over Load Protection Assembly 506080-3 506160-3 506320-3 506630-3 507900-3
Cover Assembly 506080-4 506160-4 506320-4 506630-4 507900-4
Top Hook Assembly 506080-5 506160-5 506320-5 506630-5 507900-5
Bottom Hook Assembly 506080-6 506160-6 506320-6 506630-6 507900-6
Load Chain 506080-7 506160-7 506320-7 506630-7 507900-7
Brake Assembly 506080-8 506160-8 506320-8 506630-8 507900-8
Plate Assembly 506080-9 506160-9 506320-9 506630-9 507900-9
Anchor Assembly 506080-10 506160-10 506320-10 506630-10 507900-10
Gear Assembly 506080-11 506160-11 506320-11 506630-11 507900-11
Latch Kit 506080-12 506160-12 506320-12 506630-12 507900-12
Name Plate 506080-13 506160-13 506320-13 506630-13 507900-13
Change Over Gear Without Overload 506080-14 506160-14 506320-14 506630-14 507900-14
Friction Disc 506080-15 506160-15 506320-15 506630-15 507900-15
Load Chain Cover 506080-16 506160-16 506320-16 506630-16 507900-16
Load Sprocket 506080-17 506160-17 506320-17 506630-17 507900-17

800KG - 9T PARTS ASSEMBLIES
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800kg, 1.6 tonne & 3.2 tonne 6.3 tonne 9 tonne

Top Hook Bottom Hook Top Hook Bottom Hook Top Hook Bottom Hook

800KG - 9T HOOK DIAGRAMS
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PRODUCT WARRANTY

IMPORTANT INFORMATION

1 Year Limited Warranty
Beaver Technology Services Pty Limted (BTS) offers a one year 
limited warranty on this product. 
This warranty is applicable from 1st January 2012 and supersedes 
all previous warranties.

BTS, a part of the Beaver Group, warrants to the original retail 
consumer and purchaser that this product will be free from defects 
in materials and workmanship for one year from the date the product 
was purchased 
(‘the warranty period’). 
BTS will rectify any defect in materials or workmanship appearing 
within the warranty period by repairing or replacing the product. 
BTS will offer a refund of the purchase price if the product cannot be 
readily and quickly repaired or replaced. BTS reserves the right to 
determine whether the product contains any defects in materials or 
workmanship covered by this warranty.
The benefi ts offered by this warranty are in addition to your rights and 
remedies that may apply in law. Our goods come with guarantees that 
cannot be excluded under the Australian Consumer Law. 
You are entitled to a replacement or refund for a major failure and for 
compensation for any other reasonable foreseeable loss or damage. 
You are also entitled to have the goods repaired or replaced if the 
goods fail to be of acceptable quality and the failure does not amount 
to a major failure.

How to make a warranty claim 
To make a claim under this warranty, the product or part must be 
returned for examination to an authorised service centre nominated by 
BTS together with proof of purchase such as the dated sales receipt 
and an explanation of the problem to be rectifi ed. An authorised 
service centre can be identifi ed by contacting BTS at the address or 
telephone number set out below.
Any costs incurred in making a claim under this warranty or returning 
the product to an authorised service centre is to be borne by the 
person making the claim unless otherwise agreed by BTS. If BTS 
determines the product contains a defect in materials or workmanship 
that is covered by this warranty then BTS will bear the cost of 
returning the repaired product or replacement product to the person 
making the claim. If BTS determines the product does not contain 
a defect in materials or workmanship covered by this warranty then 
the cost of returning the product will be at the expense of the person 
making the claim.
Exclusions
This warranty does not apply to any defect caused by, or associated 
with misuse, abuse, lack of maintenance, negligence or accidents, 
repairs or alterations not authorised by BTS.
Contact 
Beaver Technology Services Pty Limited 
Part of the Beaver Group 
142-146 Magowar Road Girraween NSW 2145
Phone: (02) 8811 3500  Web: www.btstech.com.au
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Date introduced into Service ___________________________________________

 Date  Comments  Signature

INSPECTION LOG
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Date introduced into Service ___________________________________________

 Date  Comments  Signature

INSPECTION LOG
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NOTES
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